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EXCESSIVE HEAT AND THE DEATH RATE I N  KANSAS' 
By S. D. FLORA 

[Weather Bureau Office, Topeka, Ksns.] 

A new record for deaths in Kansas, due to excessive 
heat, since statistics became available, was e,stablishe.cl 
last summer, according to the report of Dr. Earle G. 
Brown, Secretary of the State Board of Health. July 
1934 was the hottest month of record in this State, which 
a t  t,imes is subject to intense heat waves, and the climb 
of the death rate from heat was remarkable. 

A total of 206 deaths was reported from this cause 
during the month as compared with 33 in July 1931, 
which had previously held the record. For the slimmer 
as a whole, 430 deaths from heat were reported, which is 
a t  the rate of 22.6 per 100,000 population. The previous 
record for any summer was 75 in 1931, but reliable 
mortality statistics in Kansas do not extend back to the 
hot suninier of 1901. The total of accidental deaths from 
all causes in July also was the highest on record for any 
month, due, doubtless, to increase in outdoor recreation, 
SUCK as motoring, swimming, and picnicking generally. 

During t,he 12-day period, July 10 to 21, when all-time 
heat records were broken in most parts of the State, 
there were 113 fabal heat strokes, or 55 percent of t,he 
total for the entire niont'h. 

1 See also '*Maximum temperatures and increased death ratas in the drought area in 

Sixty-five percent, of the summer's heat deaths were of 
persons 65 years old, or older, and were about equally 
divided between the sexes. Of the heat st,rokes, 156 were 
classified as originat'ing in the home. There were but 13 
occupat,ional deaths and seven of these originated in con- 
nection with agriculture. 

During July t,here were 10 deaths of children under five 
years of age, 4 of persons 5 to 14 years old, 57 in age 
group 26 to 64 years, and none in the age group 15 to 24 
years. Included in the 10 children under 5 years were 
9 infants. Excluding t'hese infant,s, the average age of 
the remaining 197 persons was 69.6 years. 

Excessive heat as a cause of deat,h was, apparently, far 
more efl'ective in cities than in rural sect,ions. There 
were 114 deaths in cities of more than 2,500 population, 
conipfired with 92 in smaller t,owns and rural sections. 
A majority of the deaths from escessive heat occurred 
in the east'ern third of the State, where most of tlie larger 
cities are locnt,ecl and where the huii1idit.y is higher, the 
nights warmer, and t.he wind niovenient less, t.hough 
masinium temperatures are not, likely to be as high there 
as fart'he,r west. Only 19 of the heat deaths were reported 
from the western half of the State. 

1934" b y  8. D. Collins and M. Clover. Reprint from U. 5. Public Health Reports, 
Vol. 49, No. 36, August 31, 1934. pp. 101&-101S.-Editor. 

A USEFUL HYGROMETRIC CALCULATING DEVICE 
By LESLIE G. GRAT 

[Fire Weather Service, Weather Bureau, Ssn Francisco, Calif.] 

The fi ure shows schematically a ra hical computing The device consists of an ordinary drawing board and 

hygrometric factors; the necessity for consulting tables is The drawing board scale represents relative humidity by 
elmiinated, provided that one of the known factors is lines drawn from a common center, and so spaced that 
relative humidity, dew point or vapor pressure, thus along any horizontal line represented by the edge of the 
taking care of the elevation (air pressure) factor. The T-square blade, equal intervals of humidity are repre- 
device was used to permit rapid coinputation of more than se.nted by equal distances. As thus prepared, the net- 
350,000 dew points in connection with fire weather dat,a work of lines represents n system for dividing into equal 
summarizations by 0. W. A. and F. E. R. A. personnel, parts a horizontal line of a.ny length within its range. 
which otherwise would have been computed laboriously The horizontal line is provided by the edge of the T-square 
from tables. When tables are used, the work progresses blade, on which a scale of vapor pressure by equal in- 
very slowly, sinc.e the wet bulb depression must be found, tervals is laid off. Opposite appropriate saturation vapor 
tables appropriate to the station elevation must be used, pressures on this scale, a scale of temperature is laid off, 
several pages usually have to be turned to find the proper the temperatures thus corresponding to dew points at  the 
place, and care must be taken to follow down and across same dry temperatures and 100 percent relative humidity. 
vertical and horizontal columns of figures, respectively, By definition, relative humidity is given by the actual 
to find proper values. If wet bulb temperatures are not vapor pressure (equivalent to a dew point) divided by the 
ava.ilable, the wet bulb depression must be found from saturation vapor pressure at  the given dry temperature 
tables by a reverse process, and the proper table must (the dew point for 100 percent relative humidity). These 
then be consulted for the desired value, using the de- considerations are independent of station elevation. 
pression so found. The graphical device, however, per- In  use, t'he only special precaution to be observed with 
mits rapid determination of dry temperature, given rela.- the devic,e is to keep the head of tlie T-square firmly 
tive humidity and dew point or vapor pressure; of relative against the edge of the drawing board. Prior to use, 
humiditmy, given dry temperature and dew point or vapor the zero of the vapor pressure scale on the blade should 
pressure; or of dew point or vapor pressure, give.n dry be tested for coincideme throughout with the zero rela- 
temperature and relative humidity; as well as several tive humidity line on the drawing board by sliding the 
other combinations. The use of one previously computed square up and down. For example, as shown in the 
value (as relative humidity or dew point) takes care of figure, suppose the dry temperature is 52.5O and the 
the elevation factor; and the degree of accuracy of the relative humidity 50 percent, required the dew point 
results depends on the size of the scales and the accurac.y and vapor pressure. Slide the T-squa.re up or down the 
of their construction. Since straight lines are used board until the dry temperature on the edge of the blade 
throughout, no great drafting skill is required to construct coincides with the 100 perc.ent relative humidity line, as 
this device. at  A. With this setting, representing to scale the satura- 

device, I f  esigned to expedite the ca f P  cu ation of various T-square, to eac.h of whic.1~ are fastened suitable scales. 


